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B.M. #] - Sta. 46+65, 18.9' Left, Survey Spike in Power Pole, Elev. 670.18
B.M. #2 - NE End of North Hub Guard, Elev. 672.03
B.M. #3 - Sta. 53+23, 16.6” Left, Survey Spike in FPower Pole, Elev. 672.74

Existing Structure - Structure 092-3217 consists of a two span
reinforced concrete deck on steel I-beams on closed concrefe

abutments. The bk. to bk. of abutments length is 307 and the 42°-6" ¢c.-c. of bents

out-to-out width is 18°. The existing structure shall be complefely
replaced. Road closure shall be used during construction.

Salvage- Any material deemed salvageable by the Engineer shall be —

/—-Type S-1 Rail /P.P.C. Deck Beams 217x36"

stockpiled on the R.OW. and shall become the property of Vermilion

County. The Contractar shall dispose of all remaining material. %
100 yr. HW.
Elev. 668.7

15yr HW.
Elev. 667.1

GENERAL NOTES

The Contractor shall drive 1 test pile at each abutment, as specified, in
a permanent location as directed by the Engineer before ordering the
remaining piles.

See Bridge Plan Sheet 7 for boring logs.

A Corrosion inhibitor, as covered in the Special Provisions, shall be used
in the concrete for precast prestressed concrete deck beams.

Concrete sealer shall be applied fo exterior face of each fascia beam.
The Steel H-piles shall be according to AASHTO M270 grade 50.
Reinforcement bars shall conform to the requirements-of ASTM A 706 Gr
60. See Specigl Provisions.

Reinforcement bars designated (E) shall be epoxy coated.

Layout of the slope protection system may be varied to suit ground
conditions in the field as directed by the Engineer.

9. The Contractor shall drive fest piles to 110% of the nominal required
bearing specified in the production location at substructures specified
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DESIGN STRESSES Seismic Performance Zone (SPZ) = 1 L M L L I certify that to the best of knowledge, information and belief, this
FIELD UNITS Design Spectral Acceleration at 1.0 sec. (Sp;) = 0.101 Locate Name Plate on the outside bridge design is structurally adequate for the design
m—— Design Speciral Acceleration at 0.2 sec. (Spp) = 0.191 face of the Southeast Wingwall. loading shown on the plans. The design is an economical one for
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